
ThunderMax® with AutoTune Fitments from Zipper’s Performance
ThunderMax® for 2002-2014 Touring Models

ThunderMax® for 2007-2014 Sportster® Models

ThunderMax® for 2008-2012 XR1200® Models

ThunderMax® for 2001-2014 Softail® Models

ThunderMax® for 2002-2014 V-Rod® Models

ThunderMax® for 2004-2014 Dyna® Models

Oxygen Sensor Bungs and Caps
For exhaust systems needing 18mm sensor bungs.  Drill 
pipe and weld in; choose straight or angled bung.  Sold 
each, two required.
    #272-200   Straight bung w/ cap, ea 
    #272-202   Angled bung w/ cap, ea  
    #272-204   Bung Cap set, 12mm f/ ‘10-Up Touring
                         models w/OE sensors removed

Zipper’s Performance Products
6655-A Amberton Dr, Elkridge MD - USA 
Zippers@ZippersPerformance.com

(410) 579-2828
www.Thunder-Max.com
www.ZippersPerformance.com

Facebook.com/ZippersPerformance
Twitter.com/ZippersProducts
YouTube.com/ZippersPerfPros

Products on this page are not for sale or use on pollution controlled vehicles. 

2002-2007 Cable Touring Models
2008-2013 TBW Touring Models
2014 TBW Touring Models 
(Available Late 2013)

#309-460
#309-362
#309-562

2007-2009 Sportsters®

2010-2013 Sportsters®

2014 Sportsters® 
(Available Late 2013)

2008-2012 XR1200s®

2002-2014 V-Rod® Models

#309-460
#309-485 
#309-382

#309-464

#309-366

2009-2013 Tri Glide®/Trike 
2014 Tri Glide®/Trike
(Available Late 2013)

#309-362 
#309-562

2001-2010 Softail® Models
2008-2010 Softail® Rocker® & 
2009 Softail® CVO® Models
2011 Cable-Throttle Softails®

2011-2012 TBW CVO Softails®

2012-2014 TBC Non-CVO Softails®

2004-2011 Dyna® Models
2012-2014 Dyna® Models

#309-460
#309-485

#309-361
#309-363
#309-380

#309-485
#309-380

        Exhaust Note: OE exhaust system supports 18mm 
ThunderMax® oxygen sensors from 2007-2009. 2010-14 OE exhaust system uses 12mm 
bungs which are not compatible with 18mm sensors. Purchase a 2009 exhaust system for 
ThunderMax® use on 2010-14 motorcycles, or modify existing exhaust using weld-in bungs 
listed below. 2002-06 models require exhaust with 18mm sensor ports, or be modified for 
same. 

Exhaust Note: OE exhaust system supports 18mm ThunderMax® oxygen sensors from 
2007-11. 2012-14 OE exhaust system uses 12mm bungs which are not compatible with 
18mm sensors. Purchase a 2007-2011 exhaust system for ThunderMax® use on 2012-2014 
motorcycles, or modify existing exhaust using weld-in bungs listed below. 2001-06 models 
require exhaust with 18mm sensor ports, or be modified for same.

Exhaust Note: OE exhaust system supports 
18mm ThunderMax® oxygen sensors from 2006-

11. 2012-14 OE exhaust system uses 12mm bungs 
which are not compatible with 18mm oxygen sensors. Purchase a 2006-2011 exhaust 
system for ThunderMax® use on 2012-2014 motorcycles, or modify existing exhaust using 
weld-in bungs listed below. 2004-05 models require exhaust with 18mm sensor ports, or be 
modified for same.

ThunderMax® for 2009-2014 Tri Glide® Models

Exhaust Note: OE Exhaust system supports 
ThunderMax® 18mm oxygen sensors through 
2013. 

Exhaust Note: OE Exhaust system supports 18mm ThunderMax® oxygen sensors on 2008-
2011 models. 2012-14 OE exhaust system uses 12mm bungs which are not compatible 
with 18mm oxygen sensors. Purchase a 2008-2011 exhaust system for ThunderMax® use 
on 2012-2014 motorcycles, or modify existing exhaust using weld-in bungs listed below. 
2002-07 models require exhaust with 18mm sensor ports, or be modified for same.

Exhaust Note: OE Exhaust system supports 
ThunderMax® 18mm oxygen sensors.

Exhaust Note: OE exhaust system supports 
18mm ThunderMax® oxygen sensors through 
2009. 2010-14 OE exhaust system uses 
12mm bungs which are not compatible with 
18mm sensors. Purchase a 2009 exhaust for 
ThunderMax® use on 2010-2014 motorcycles, 
or modify existing exhaust using weld-in bungs 
listed below.


